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400 Seventh Street, S.W.
Washington, D.C. 20580

U.S. Department
of Transportation

National Highway
Traffic Safety
Administration

Dear Crash Data Researchers/Users:

Thank you for choosing crash data from the National Highway Traffic Safety
Administration (NHTSA) for your research or other use. The information contained in
this motor vehicle crash report is collected, maintained and distributed in accordance with
Public Law 89-564. In accordance with this Public Law, NHTSA is required not to
release any case information until completion of quality control procedures. These
procedures include a review of the case material to extract all names, licenses and
registration numbers, non-coded interview material, non-research related researcher
comments in the margins, non-factual data, and the production number portion of the
vehicle identification number (VIN).

If you requested NHTSA to query its database files in order to identify a specific crash,
then that query was made using non-personal descriptors you provided for use in our
search. This motor vehicle crash may have been identified from a data search and
matches the general, non-personal descriptors you provided, but we cannot confirm that
this is the specific crash report you requested.

If you have any questions with regard to the above procedures, please contact the Field
Operations Branch, Crash Investigation Division, National Center for Statistics and
Analysis at 202-366-4820. Again, please be advised that we cannot confirm that this is
the case that you have specifically requested nor can we certify the information to be

correct.
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U.S. Department of Transportation

National Highway Traffic Safet NATIONAL ACCIDENT SAMPLING SYSTEM
Admi:iastraaon Y Y CASE SUMMARY CRASHWORTHINESS DATA SYSTEM

PSU 08 CASE NO. 133A TYPE OF ACCIDENT Single car impact with tree-fatal

A. DESCRIPTION OF THE ACCIDENT SEQUENCE AND ACCIDENT PECULIARITIES

(Provide a summary of the accident sequence as well as any particular event of the accident that is noteworthy.
Injury mechanism and vehicle crashworthiness is the focus, not driver culpability. Do_not include any personal
identifiers.)

V1 was traveling NW, downhill on a two-way residential roadway, rounding a
curve to the right. The driver suffered an incapacitating illness, and departed the
left roadedge. Off the left roadedge, the front of V1 impacted a row of shrubbery
with the front of V1. VI passed through the shrub and continued down a sloped
yard for several meters until the front left of V1 impacted a large pine tree.

The tree uprooted, and V1 rotated counterclockwise and came to rest against the
tree. The operator suffered fatal injuries. ‘

B. VEHICLE PROFILE(S)

Most Severe Damage
Based on Vehicle Inspection

Class .
. - t
Vc;:ucle of Year/Make/Model Damage Severity Co:; 33':::"
0 Vehicle Plane Description
01 Full size 92/Chrysler/New YorkeL Front Severe Glove compartment openg

5th Ave

DO NOT SANITIZE THIS FORM

HS Form 434A (1/93)



C. PERSON PROFILE(S)

Detachment, separation

Most Severe Injury
Vehicle| Person Seat Restraint (TO BE COMPLETED BY ZONE CENTER)
No. Role Position Use
Body Region | Injury Type | AIS Injury Source
01 |Driver [Front left [Peployed air bag
w/lap/shoulder not used o
- AL AR K- j IRBAG RolEw RIGS
o EFRT |LBERRT 3 |pirenc(a )

Body Region Brain Dislocation

Ears Fracture
Abdomen Eye Fracture and dislocation
Ankle—~foot Heart Laceration
Arm (upper) Kidneys Other
Back-thoracolumbar spine Liver Perforation, puncture
Chest Mouth Rupture
Elbow Noise Sprain
Face Pulmonary—lungs Strain
Forearm Spleen Total severance, transection
Head —skull Thyroid, other endocrine gland Unknown
Knee Vertebrae
Leg “°"f’e" Abbreviated Injury Scale
Lower limbs(s) (whole or unknown Injury Type ' .
part) (1) Minor injury
Neck —cervical spine Abrasion (2) Moderate injury
Pelvic —hip Amputation {3) Serious injury
Shoulder Awvulsion (4) Severe injury
Thigh Burn (5) Critical injury
Upper limb(s) (whole or unknown Concussion (6) Maximum (untreatable)
part) Contusion (7) Injured, unknown severity
Whole body Crush
Wrist—hand

DO NOT SANITIZE THIS FORM




U.S. Department of Transportation ACC'DENT COLLIS'ON D'AGRAM

National Highway Tratfic Safety NATIONAL ACCIDENT SAMPLING SYSTEM
Administration CRASHWORTHINESS DATA SYSTEM

PSU No. _@g Case Number—Stratum , ?3 ilq ) mgritc:te @

HS Form 431B (1/93)

Scale: 1 centimeter = 1 meter - (1/100)
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U.S. Department of Transportation

National Highway Traffic Safety
Administration

ACCIDENT COLLISION
MEASUREMENT TABLE

NATIONAL ACCIDENT SAMPLING SYSTEM
CRASHWORTHINESS DATA SYSTEM

Primary Sampling Unit Number {!2 8

Case Number—Stratum __ | _

| 3 3 A

LEVEL |
PHYSICAL EVIDENCE ABSENT

To be accomplished when there is no
physicsl evidence present at the scene:

* approximate vehicle orientation at impact
and final rest
curbs/edge lines, lane markings, median

markings, pavement markings, etc.)

* applicable traffic controls {e.g., speed
limit)

* north arrow placed on diagram
* sketch required
LEVEL Il
- PHYSICAL EVIDENCE PRESENT

In addition to the level | tasks noted above,
the following must be accomplished when

* applicable road/roadway delineation (e.g.,

ACCIDENT COLLISION DIAGRAM

LEVEL Il (Cont'd)
physicel evidence is present:
* document reference point and reference
line relative to physical features present
8t the scene

* scele documentation of all accident
induced physical evidence

* scsled documentation of all roadside
objects contacted

* roadway surface type and condition of
applicabis roadways

* grade measurements for all applicable
roadways and at location of roflover
initiation

* scaled representations of the vehicle(s) at
pre-impact, impact, and finel rest besed
upon either:-

a) physical evidence, or

b) reconstructed accident dynamics

CRASH DATA
VEH. #1  VEH. #2 VEH. #3
Heading Angle -

Surface Type B ‘\ T.
Surface
Condition DKY - h—

\1
Grade (v/h) w«/(o‘ _
Measurement e
(between impact
and final rest)

Grade (v/h}
Measurement

(at location of
roliover initiation)

—

Reference Point:

tole

Reference line:

S(VL) R@@il}p of
ST

Distance and Direction
from Reference Point

Distance and Direction
from Reference Line
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Distance and Direction
from Reference Point

Distance and Direction
from Reference Line
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U.S. Department of Transportation

Netional Highway Traffic Safety
Administration

NATIONAL ACCIDENT SAMPLING SYSTEM

ACC|DENT FORM CRASHWORTHINESS DATA SYSTEM
; Q 2 SPECIAL STUDIES - INDICATORS

L2323 A

IDENTIFICATION

3. Number of General Vehicle
Forms Submitted _Q l

1. Primary Sampling Unit Number )
Check (v) each special study {SS14-SS18 below)
that has been completed; code 1 for the checked
special studies and O for the special studies not
checked

6. /ssm Fatal AOPS

2. Case Number - Stratum

7. SS15 Administrative Use
4. Date of Accident

{Month,Day, Year)

o e 18 1

8. SS16
5. Time of Accident C!) 8 l 3
9. 8817
Code reported military time of accident.
NOTE: Midnight = 2400 10. SS18
Unknown = 9999

NUMBER OF EVENTS

11. Number of Recorded Events
“in This Accident

b2

Code the number of events which occurred
in this accident.

' ACCIDENT EVENTS

For each event that occurred in the accident, code the lowest numbered vehicle in the left columns and thé other
involved vehicle or object on the right.

Accident Event . General Vehicle Number General.
Sequence Vehicle Class Of Area of or Class Of Area of
Number Number Vehicle Damage Object Contacted Vehicle. Damage
12. 0 1 13.@ \ 14.Q‘j 15. E 16. l > 17._42@_ 18.@,_
19. 0 2 zo.d? \ 21, d? ‘_I 2. 2. ‘ 2 2 (b d) 25.(b
26. 0 3 27. 28. 29. 30. 31. 32.
33. 0 4 34, 35. 36. 37. 38. - 39.
4. 0 5 41. 42, 43. 44, 45, 46.

IF GREATER THAN FIVE EVENTS, CONTINUE CODING ON THE ACCIDENT EVENT SUPPLEMENT

HS Form 434 (Rev. 1/93)



(00)
(01)
(02)
(03)
(04)
(05)
(09)
(11)
(12)
(13)
(14)
(15)
(18)
(19)
{20)
(21)
(22)
(23)
(24)
(25)
(28)
(99)

CODES FOR
CLASS OF VEHICLE

Not a motor vehicle

Subcompact/mini (wheelbase < 254 cm)
Compact (wheelbase = 254 but < 265 cm)
Intermediate (wheelbase = 265 but < 278 cm)
Full size (wheelbase = 278 but < 291 cm)
Largest (wheelbase = 291 cm)

Unknown passenger car size

Compact utility vehicle

Large utility vehicle (< 4,500 kgs GVWR)
Passenger van (< 4,500 kgs GVWR)

Other van (< 4,500 kgs GVWR)

Pickup truck (< 4,500 kgs GVWR)

Other truck (s 4,500 kgs GVWR)
Unknown light truck type

School bus

Other bus

Truck (> 4,500 kgs GVWR)

Tractor without trailer

Tractor-trailer(s)

Motored cycle

Other vehicle

Unknown

CODES FOR GENERAL AREA
OF DAMAGE (GAD)

CDS APPLICABLE

AND TDC APPLICABLE

OTHER VEHICLES VEHICLES

(0) Not a motor vehicle (0) Not a motor vehicle

(N) Noncollision (N) Noncollision

(F) Front (F) Front

(R) Right side (R) Right side

(L) Left side (L) Left side

(B) Back (B) Back of unit with cargo
(T) Top area (rear of trailer or

(U) Undercarriage straight truck)

(9) Unknown (D) Back (rear of tractor)

(C) Rear of cab

{V) Front of cargo area

(T) Top
(U) Undercarriage
(9) Unknown

CODES FOR VEHICLE NUMBER OR OBJECT CONTACTED

(01-30) — Vehicle Number

Noncollision
(31) Overturn — rollover
(32) Fire or explosion
(33) Jackknife
{34) Other intraunit damage {specify):

(35) Noncollision injury
(38) Other noncollision (specify):

{39) Noncollision — details unknown

Collision With Fixed Object
(41) Tree (< 10 cm in diameter)
(42) Tree (> 10 cm in diameter)
(43) Shrubbery or bush
(44) Embankment

(45) Breakaway pole or post (any diameter)

Nonbreakaway Pole or Post
{50) Pole or post (= 10 cm in diameter)
(51) Pole or post (> 10 cm but < 30 cm in

diameter)

{52) Pole or post (> 30 cm in diameter)
(53) Pole or post (diameter unknown)

{54) Concrete traffic barrier
{55) Impact attenuator
(56) Other traffic barrier (includes guardrail)

(specify):

(57) Fence

(58) wall

(59) Building

{60) Ditch or culvert

(61) Ground

{62) Fire hydrant

(63) Curb

{64) Bridge

(68) Other fixed object (specify):

(69) Unknown fixed object

Collision with Nonfixed Object
(71) Motor vehicle not in-transport
{72) Pedestrian
{73) Cyclist or cycle
{74) Other nonmotorist or conveyance

{75) Vehicle occupant

(76) Animal

(77) Train

(78) Trailer, disconnected in transport
{88) Other nonfixed object (specify):

{(89) Unknown nonfixed object

(98) Other event (specify):

(99) Unknown event or object
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National Accident Sampling System-Crashworthiness Data System: General Vehicle Form Page 2

19.

17.

20.

23.

(0) Driver not present
(1) Driver present
{9) Unknown

{00-96) Code actual number of oc
for this vehicle

(97) 97 or more

{99) Unknown

OCCUPANT RELATED 24. Rollover : ‘ _¢
. . . ] {0) No rollover (no overturning) '

16. Driver Presence in Vehicle

Number of Occupants This Vehicle d) l

cupants

18. Number of Occupant Forms Submitted _dz l

VEHICLE WEIGHT ITEMS

Vehicle Curb Weight
{s5Y4 Code weight to nearest
10 kilograms.
(045) Less than 450 kilograms
(610) 6,100 kilograms or more
(999) Unknown

23,42 % mbexas3e=_1,5 5 Y kg

Code weight to nearest

10 kilograms.

(000) Less than 5 kilograms

(450) 4,500 kilograms or more
(999) Unknown

. Ilbs X .4536 = .

Towed Trailing Unit

(0) No towed unit

(1) Yes—towed trailing unit
{9) Unknown

. Documentation of Trajectory Data

for This Vehicle
(0) No
{1) Yes

Post Collision Condition of Tree or
(For Highest Deita V)

RECONSTRUCTION DATA (7) Medium/heavy truck or bus override

21.

Vehicle Cargo Weight A Q _@ QD_ 0

kgs

2
@

Pole Iy

{0) Not collision (for highest delta V) with

tree or pole
(1) Not damaged

(2) Cracked/sheared (AS TR <scene

(3) Tilted <45 degrees

{4) Tilted =45 degrees

(5) Uprooted tree

{6) Separated pole from base
{7) Pole replaced

(8) Other (specify):

euidence >

{9) Unknown

Rollover (primarily about the longitudinal axis)
(1) Rollover, 1 quarter turn only

(2) Rollover, 2 quarter turns

{3) Rollover, 3 quarter turns

{4) Rollover, 4 or more quarter turns (specify):

(5) Rollover--end-over-end (i.e., primarily
about the lateral axis)
(9) Rollover {overturn), details unknown

OVERRIDE/UNDERRIDE (THIS VEHICLE)

25. Front Override/Underride (this Vehicle)
26. Rear Override/Underride (this Vehicle) g2

(0) No override/underride, or
not an end-to-end impact

Override (see specific CDC)

(1) 1st CDC

{2) 2nd CDC

(3) Other not automated CDC (specify):

Underride (see specific CODC)

{4) 1st CDC

{5) 2nd CDC

(6) Other not automated CDC (specify):

(9) Unknown

HEADING ANGLE AT IMPACT FOR
HIGHEST DELTA V

Values: (000)-(359) Code actual value
(997) Noncollision
(998) Impact with object
(999) Unknown

27. Heading Angle For This Vehicle ! ! %

28. Heading Angle For Other Vehicle q CI Z




A National Accident Sampling System-Crashworthiness Data System: General Vehicle Form

56. Driver’s Zip Code

OTHER DATA

(00000) Driver not present

(00001) Driver not a resident of U.S. or territories
Code actual 5-digit zip code

{99999) Unknown

57. Driver's Race/Ethnic Origin O\
(0) Driver not present
(1) White {non-Hispanic)
(2) Black (non-Hispanic)
{3) White (Hispanic)
{4) Black (Hispanic)
{5) American Indian, Eskimo or Aleut
(6) Asian or Pacific Islander
(8) Other (specify):

(9) Unknown

58. Vehicle Special Use (This Trip)
{0) No special use
(1) Taxi
{2) Vehicle used as school bus
(3) Vehicle used as other bus
(4) Military
(5) Police
(6) Ambulance
(7) Fire truck or car
(8) Other (specify):
{9) Unknown

ROLLOVER DATA

If GVO7 (Body Type) # 1-49, leave GV59-GV63 blank.
if GV24 (Rollover) = O, then GV59-GV63 must equal O.

| ¥ GV24 = 9, then GV59-GV63 must equal 9.

Psu ot- 1334
Vol

Page 5

59. Rollover Initiation Type
{O) No rollover
(1) Trip-over
(2) Flip-over
(3) Tum-over
(4) Climb-over
(5) Fall-over
(6) Bounce-over
(7) Coliision with another vehicle
{8) Other rollover initiation type specify):

(9) Unknown rollover initiation type

60. Location of Rollover Initiation

(0O) No rollover

(1) On roadway

(2) On shoulder—paved

(3) On shoulder—unpaved

(4). On roadside or divided trafficway median .
(9) Unknown

-

¢

61. Rollover Initiation Object Contacted

@b
@

62. Location on Vehicle Wﬁere Initial Principal
Tripping Force Is Applied

(O) No rollover |

(1) Wheels/tires

(2) Side plane

(3) End plane

{4) Undercarriage

{5) Other location on vehicle (specify):

{8) Non-contact rollover forces (specify):

(9) Unknown

63. Direction of Initial Roll

(0) No rollover

{1) Roll right - primarily about the longitudinal axis
(2) Roll left - primarily about the longitudinal axis

{6) End-over-end (i.e., primarily about the lateral
axis) i
{9) Unknown roll direction

PRECRASH DATA

13

64. Pre-Event Movement (Prior to
Recognition of Critical Event)

(01)
(02)
(03)
(04)

Going straight

Slowing or stopping in traffic lane

Starting in traffic lane

Stopped in traffic lane

(05) Passing or overtaking another vehicle

(06) Disabled or parked in travel lane

(07) Leaving a parking position

(08) Entering a parking position

(09) Turning right

{(10) Tuming left

{(11) Making a U-turn

{12) Backing up (other than for parking position)

(13) Negotiating a curve

{14) Changing lanes

(15) Merging

(16) Successful avoidance maneuver to a previous
- critical event

(97} Other (specify):

(98) No driver present
{99) Unknown
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CODES FOR ROLLOVER INITIATION OBJECT CONTACTED

{00) No rollover
{01-30) — Vehicle Number

Noncollision

{31) Turn-over — fall-over
(33) Jackknife

Collision With Fixed Object

(41) Tree (< 10 cm in diameter)
(42) Tree (> 10 cm in diameter)
{43) Shrubbery or bush

{44) Embankment

(45) Breakaway pole or post (any diameter)

Nonbreakaway Pole or Post

(50) Pole or post (= 10 cm in diameter)

(51) Pole or post (> 10 cm but < 30 cm in
diameter)

(52) Pole or post (> 30 cm in diameter)

(53) Pole or post (diameter unknown)

(54) Concrete traffic barrier

(55) Impact attenuator

(56) Other traffic barrier (includes guardrail)
(specify):

(57) Fence

(58) wall

(59) Building

(60) Ditch or culvert

(61) Ground

(62) Fire hydrant

(63) Curb

(64) Bridge

(68) Other fixed object (specify):

(69) Unknown fixed object

Collision with Nonfixed Object

{71) Motor vehicle not in-transport
(76) Animal

{77) Train

(78) Trailer, disconnected in transport
(88) Other nonfixed object (specify):

{89) Unknown nonfixed object

(98) Other event (specify):

{99) Unknown event or object




(:cms Conter 5 —> = Efdtnds )

U.S. Department of Tnmponatlot!

Nationsl Highway Tratfic Safety EXT ER'OR VEH|CLE FO RM NATIONAL ACCIDENT SAMPLING SYSTEM

Administration CRASHWORTHINESS DATA SYSTEM

3. Vehicle Number

1. Primary Sampling Unit ‘Number _@ _&
1323A

2. Case Number - Stratum

VEHICLE IDENTIFICATION

VIN i C c) X\/ Co b R . N A- Mode'Yeaf-_C];.Z;

Vehicle Make (specity): CL\Q,[5 L@R Vehicle Model (specify) F‘\.F-T R A\leﬂﬂf“"?k’tw Okkef'
' m— DR

LOCATOR

Locate the end of the damage with respect to the vehicle longitudinal center line or bumper corner for end impacts
or an undamaged axle for side impacts. '

Specific Impact No. Location of Direct Damage /N of . Location of Field L
B o .
bz ’5% LF e conearfp) s b€ O] Sndiks Front PLAnE
&1 Snkve Feot Buwpen Cntiee  Front Bowmpev

CRUSH PROFILE IN CENTIMETERS

NOTES: Identify the plane at which the C-measurements are taken (e.g., at bumper, above bumper, at'sill, above
sill, etc.) and label adjustments (e.g., free space). o .

. mehs. To FRomt CoRE =SupPeYT bug To SERRATED condiTion oF FRont Bumr

Measure and document on the vehicle diagram the logation of maximum crush. : , :

Measure C1 to C6 from driver to passenger side in front or rear impacts and rear to front in side

impacts.

P pAEPS. O0FF CoRg
Free space value is defined as the distdnce between the baseline and the original body contour taken at
the individual C locations. This may include the following: bumper lead, bumper taper, side protrusion,
side taper, etc. Record the value for each C-measurement and maximum crush. o SIRA léh“?w

\.¢ Ci
Use as many lines/columns as ;Zecessary )6 gescrilb: emﬁgaﬁ\;gz ;Calrgfile. ;Ae P.Cf"’ss
Specific | piane of Impact oo D—“';L-ama €/ Field ‘.
r!l'l?r?wab?r C-Measurements Yg'gt) ChrA:sh L C C. Cs C. Ce . Ce D
&2 |Frod Cove Supur] @3 ¥ | (09.5 13Y |103 |loc.s| 755|531 |90 |37 761-3T.Slem
Fe 32 23 | 32 |32 |33 |33 |33 -
Recu bhark 6.5 70 16951425 |20\ 7 ]IS

&l |FRont Bamper iSB —f%)-— 124 P
€€
i %

/[
-glv\* \'F\QLFQM . wWoeY s | Aot C‘l’ec\ L)L/ 6&”6

X Pocket oF | DAVMAGE

HS Form 43GA (Rev. 1/98)
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ORIGINAL SPECIFICATIONS WORK SHEET

Wheelbase _L 4)_ C‘___g_ inches x 2.54 = _% _7_ _&_cm
Overall Length _I_CL_ _8_(_0_ inches x 2.54 = _S_Q_Li_cm
Maximum Width é 8 q inches x 2.54 = _.__ 1 §_cm
Curb Weight 2.4 2< pounds x .4536 = 1,5 5 4 kg
Average Track. g 7] . (o inches x 2.54 = _}_L_‘L(.o_cm
Front Overhang L" 2.2 inches x 2.54 = ___’_)__C_)_cm
Rear Overhang H 5 % inches x 2.54 = __}__I_éicm
Undeformed End Width . inches x 2.54 = _/ Q _Qcm
Engine Size: cyl./displ. cc x .001 y[" é_B_ L

——CID  x .0l64

]
—

o 676yl
fTz s 7.6 yesd =11
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_ YOI
National Accident Sempling System-Crashworthiness Data System: Exterior Vehicle Form Page 2
VEHICLE DAMAGE SKETCH
TIRE—-WHEEL DAMAGE ORIGINAL SPECIFICATIONS WHEEL STEER ANGLES
a. Rotation physically b. Tire (For locked front wheels or
restricted < deflated Wheelbase 7.78 cm | displacgd rear axles only)
d > @t\'y Overall Length 5 oYy m RF °
re (D7 o RF _&— g —==t ¢ LF > o
LF _\_ LF 2- | Maximum Width |15 cm RR %
RR & RR = . LR % ‘0
—_ T — Curb Weight |S5Y4 kg _—
LR 2 : LR 2 : Within + 5 degrees
Average Track I'_-l(p cm ol oree
(1) Yes (2) No (8) NA (9) Unk. Front 0verhang l I 1o) cm DRIVE WHEELS
Rear Overhang \‘(9 cm E(I;WD ORWD 0O 4WD
TYPE OF TRANSMISSION : O ,
Undeformed End Width ___)_ (o___ cm Approximate
O Manual Automatic Engine Size: cyl./displ. V& 3.3 L | Cargo Weight Q kg
MEASUREMENTS IN CENTIMETERS
\,? 0 (2 . ‘
I boe“gqoq.’( n————o]
;A T o
T —y .
'y — ! —
"/|o1.3§‘ 284 (3825 & Cove Coner
Grass U175 [0%
NOTES: ketch new perime¥srand\cross hatch direct damage and single hatch induced d ge on all vi Annotate cbservations which might be useful
in reconstructi thc&&f:l nt (e.g.. grass in tire bead, direction of striations, scuff on sidewalis, etc.). If pulling trailer, sketch type of traller and
damage rece n dk of this page.
Anhotate any damage causel by extrication such as component removal by torching, prying, or hydraulic shears.

oY

o &



National Accident Sampling System-Crashworthiness Data System: Exterior Vehicle Form

CDC WORKSHEET

CODES FOR OBJECT CONTACTED

PSW O%-133 4

Vo
Page 3

Collision With Fixed Object
{(41) Tree (=< 10 cm in diameter)
(42) Tree (> 10 cm in diameter)
(43) Shrubbery or bush
(44) Embankment

(71)
(72)
(73)
(74)

(01-30) — Vehicle Number (57) Fense
(68) Wall
Noncollision (59) Building
(31) Overturn — rollover (60) Ditch or culvert
(32) Fire or explosion (61) Ground
(33) Jackknife (62) Fire hydrant
(34) Other intraunit damage (specify): (63) Curb
(64) Bridge
(35) Noncollision injury (68) Other fixed object (specify):
(38) Other noncollision (specify):
(69) Unknown fixed object
{39) Noncollision — details unknown

Collision with Nonfixed Object

Motor vehicle not in-transport
Pedestrian

Cyclist or cycle

Other nonmotorist or conveyance

{75) Vehicle occupant
(45) Breakaway pole or post {any diameter) (76) Animal
(77) Train
Nonbreakaway Pole or Post (78) Trailer, disconnected in transport

{50) Pole or post (< 10 cm in diameter) (88) Other nonfixed object {specify):
{51) Pole or post (> 10 cm but < 30 cm in
diameter) {89) Unknown nonfixed object
{52) Pole or post (> 30 cm in diameter)
{53) Pole or post (diameter unknown) "~ (98) Other event (specify):
{54) Concrete traffic barrier (99) Unknown event or object
{55) Impact attenuator '
{56) Other traffic barrier {includes guardrail)
{specify):
DEFORMATION CLASSIFICATION BY EVENT NUMBER
(4) (6)
Accident (1) (2) Specific Specific (e)
Event Direction Incremental (3) Longitudinal  Vertical or Type of (7)
Sequence Object of Force Value of Deformation  or Lateral Lateral Damage Deformation
Number Contacted (degrees) Shift Location Location Location Distribution Extent

g1 43 b>P

F‘

d2 Y2 F

bo°

1>€w¢l

w P>




U.S. Department of Transportation

National Highway Tratfic Safety
Administration

INTERIOR VEHICLE FORM

1. Primary Sampling Unit Number

L2 3 A
&

Fa:Len)

2. Case Number - Stratum

3. Vehicle Number

4. Passenger Compartment Integrity
(00) No integrity loss

Yes, Integrity Was Lost Through 6’55
(01) Windshield Are S

(02) Door (side) {HeRe & F
{03) Door/hatch (back door) WS 100 <
(04) Roof T g W
{05) Roof glass ?@?\“\ OU"T‘
(06) Side window ook QRNEP

(07) Resr window (backlight)
(08) Roof and roof glass

(09) Windshield and door (side)
{10) Windshield and roof

(11) Side and rear window (side window and backlight) AS
= (12) Windshield and side window G
(13) Door and side window W0 )F
(98) Other combination of above (specify): 7' Pﬁ-‘f
(99) Unknown clost
“' ve \4"”"]‘7
WO onef 1M $
Door, Tailgate or H%pening
5.LF2 6.RF_|  7.1R_3 8.RR \ 9.TGIH¢

(0) No door/gate/hatch

(1) Door/gate/hatch remained closed and operational
(2) Door/gate/hatch came open during collision

(3) Door/gate/hatch jammed shut

(8) Other (specify):

(9) Unknown

Damage/Failure Associated with Door, Tailgate or Hatch
Opening in Collision. If IVO5-IV09 = 2, Then code 9

10.LF. (D11, RFg_)12. R, RRQM. TG/HQ

{0) No door/gate/hatch or door not opened

Door, Tailgate or Hatch Came Open During Collision
(1) Door operational (no damage)
(2) Latch/striker failure due to damage
(3) Hinge tailure due to damage
(4) Door structure failure due to damage
(8) Door support (i.e., pillar, sill, roof side rail,
otc.) failure due to damage
{6) Latch/striker and hinge failure due to damage
(8) Other failure (specify):

- (9) Unknown

NATIONAL ACCIDENT

- o

Glazing Damage from impact Forces

15. ws_% 16. LFQW RFQ) 18. LR¢19 RRZS
20. BL@ 21. Roof 22. Other _é

(0) No glazing damage from impact forces

(2) Glazing in place and cracked from impact forces -

(3) Glazing in place and holed from impact forces

(4) Glazing out-of-place (cracked or not) and not holed from
impact forces

(5) Glazing out-of-place and holed from impact forces

(8) Glazing disintegrated from impact forces

(7) Glazing removed prior to accident:

(8) No glazing

(9) Unknown if damaged

Glazing Damage from Occupant Contact

23.WS_2- 24.LF <p25 RFQZ& LR& 27. RRQ_
28.B 29. Roo 30. Other&

(0) No occupant contact to glazing or no glazing *

(1) Glazing contacted by occupant but no glazing damage

(2) Glazing in place and cracked by occupant contsct

(3) Glazing in place and holed by occupant contact

(4) Glazing out-of-place (cracked or not) by occupant
contact and not holed by occupant contact

(6) Glazing out-of-place by occupant contact and holed by
occupant contact

(6) Glazing disintegrated by occupant contact

{9) Unknown if contacted by occupant

If No Glazing Damage And No Occupant Contact or No
Glazing, Then Code IV31 Through IV46 As 0@

Type of Window/Windshield Glazing

31.ws_|_32. LFQ 33. RFQ:M uaé)ss RR@

36. BL& 37. Rooi 38. Oth{ﬁ'_

(0) No glazing contact and no damage, or no glazing
(1) AS-1 — Laminated

(2) AS-2 — Tempered

(3) AS-3 — Tempered-tinted

(4) AS-14 — Glass/Plastic

(8) Other (specify):

(9) Unknown

Window Precrash Glazing Status

39.ws_| 40.LF _0?41. rReP42. 1R  Qas. RR@
a4. BL_(D45. Root & 46. Othe

(0) No glazing contact and no damage, or no ddng
{1) Fixed

(2) Closed

(3) Partially opened

(4) Fully opened

(9) Unknown

HS Form 436C (Rev. 1/93)




INTRUSION WORKSHEET
. Note: Sketch intruded areas

Vertical
Longitudinal
Row
Width
(cm)
140
\j‘;_
o fo&""“"" y - 7;'“‘?""3"&4? 2.5 Wx
LOCATION {All Measurements Are In Centimeters) DOMINANT
OF INTRUDED COMPARISON INTRUDED INTRUSION | CRUSH
INTRUSION COMPONENT VALUE —  VALUE = DIRECTION
[l [Tug paen 60 - 97 T 13 e |27
Wﬁm‘“ﬁ*‘wﬁ%c 8 e
WS e ) - prEE = § Ver |6
mot P ()| T35 - sk A | leg 5
5146 suck. 5 - 12960k 2 (AT ¥
P\'!)}H lowtr (%l - 36 v T EL (AT v
o co\ My WS IS pise Mg b | (o |X
T0C PPN Lot twe Sl = 39 o5t 7= |7 Lor v/
R T N I b R ; @T, X
B s 0.5 (5P s I)AF 0. U |4
w4 35004‘:\ /L]l ~ Tewm %ﬂﬂ wfﬂ " Newr L /
W%m&mm’z/l S 220 W§P6§M%~~é@?-« X
Sy pail b - Z dw = 2 | ver X
M%‘Z& @“%V ) b@f’fﬁé‘?&p T Lo B
Z(ZL 72? s‘{' 5K Document noég\zn than the 16 n&d soveld in%doﬁo*?mf . u\:) q \/
W kEseE o g e 2 by e



National Accident Sampling Systsm-Crashworthiness Dsta System: Interior Vehicle Form Page 2
OCCUPANT AREA INTRUSION

Note: it no intrusions, leave variables IV47-IV86 blank. INTRUDING COMPONENT

: S ‘Dominsmt. | /nterior Components
Locetion of intruding Magniudse - Crush- (01) Steering assembly

imrusion  Component  of intrusion  Dirsction {02) Instrument panel left -
(03) Instrument panel center
(04) Instrument panel right
i1st 47. ' ?— 48. (bS 49. 3 50.2- {05) Toe pan v+~
) (06) A (A1/A2)-pillar
{07) B-pillar
{08) C-pillar
2nd  S1. | l sz.d? S 53 254 2 (09) D-pillar

(10) Door panel (side)
(12) Roof (or convertibie top)

13) Roof side rai
awa 55| L s6.2 G 572 ss. 2 e e

{15) Windshield header
{(16) Window frame

" STH
7 } (17) Floor pan (inciudes sill)
a4t 59. Hz 60. 61: ,‘62._4\_\-/.;». ..... {18) Backlight header

Lst Festie 106 {19} Front seat back <

2w kemew. | (20) Second seat back
dz (21) Third seat back
Sth 63'—'—‘\— 64. z 65. Z 66. 2 {22) Fourth seat back

(23) Fifth seat back
{24) Seat cushion

o } 2 . i
(25) Back door/panel (e.g., tailgate)
Bn 67._| 68. ! L{ 63. 70. (26&\§)ther interior component (spegifyl; <
R) Cemden

i

Acw  ResT ZbAc\ Cenfer ArmREST
5 ' ( (27) Side panel - forward of the A (A2)-pillar «

7th  71. 72. 73. L 74. (28) Side panel - rear of the A (A2)-pillar

Exterior Components

& BN
/o {30) Hood
8t 75. ﬁ 76. %@7%&%’ (31) Outside surface of this vehicle {specify):

eme——

(32) Other exterior object in the environment

b~ (specify):
8th 79. 2 Z 80. L % 81. ( 82. 2‘ {33) Unknown exterior object
{97) Catastrophic

g (98) Intrusion of unlisted component(s)

o 5 2 Dae | Ass |l 8622 | (e0) Goinow

LOCATION OF INTRUSION MAGNITUDE OF INTRUSION
(1) = 3 centimeters but < 8 centimeters
Front Seat Fourth Seat (2) = 8 centimeters but < 15 centimeters
(11) Left dl (2;) lh-:’gdl (3) = 15 centimeters but < 30 centimeters
(12) :!'dh e : 43; R" h e (4) = 30 centimeters but < 46 centimeters
(13) Right ight (5) = 46 centimeters but < 61 centimeters
. (6) = 61 centimeters
Second Seat {97) Catastrophic .
(21) Left (98) Other enclosed :g Saf:;:fl’gh'c
(22) Middle area (specify) n
(23) Right 991 Tricn
Third Sest (99) Unknown "DOMINANT CRUSH DIRECTION
(31) Left (1) Vertical
{32) Middie (2) Longitudinal
{33) Right (3) Lateral

(7) Catastrophic
{9) Unknown




STEERING RIM SPOKE DEFORMATION

(Al Messwements Are in Centimeters)

COMPARISON VALUE g ODlA,bAAGE VALUE = DEFORMATION
2
"

| 5 e 'V/‘y’,zfcmﬁdffv‘z 15,15
Y =




National Accident Sampling System-Crashworthiness Data System: Interior Vehicle Form Page 3

STEERING COLUMN 93. Location of Steering Rim/Spoke Q _z

. Deformation
87. Steering Column Type _7_’ (00) No steering rim deformation
(1) Fixed column
(2) Tilt column Quarter Sections
{3) Telescoping column (01) Section A &/
{4) Tilt and telescoping column (02) Section B 0 e
(8) Other column type (specify): (03) Section C 6

(04) Section D

{9) Unknown
Half Sections

(05) Upper half of rim/spoke
(06) Lower half of rim/spoke
(07) Left half of rim/spoke

-~ -0
N

(08) Right half of rim/spoke

88. Blank X X

(This variable is left blank (09) Complete steering wheel collapse

so that numbering consistency (10) Undetermined location

can be maintained with the (99) Unknown

1988-93 CDS.

INSTRUMENT PANEL

89. Blank X__X X | 94. Odometer Reading _gb_z-_ 8 000

(This variable is left blank

so that numbering consistency » 27.965 kilometers—Code to the

can be maintained with the nearest 1,000 kilometers

1988-93 CDS. (000) No odometer

(001) Less than 1,500 kilometers
{500) 499,500 kilometers or more
(999) Unknown

90. Blank X X X

(This variable is left blank
so that numbering consistency — LZ ;3 _7 _7. miles X 1-°°9§ - __é_{_, i.(!;'é. Wiometers

can be maintained with the .
1988-93 CDS. Source: “

95. Instrument Panel Damage from
91. Blank X X X %;ca%ant Contact? t
(This variable is left blank (1) Yes
so that numbering consistency
can be maintained with the (9) Unknown
1988-93 CDS.
96. Knee Bolsters Deformed from @
%cc:'pant Contact?
92. Steering Rim/Spoke Deformation l 5 :1; Ygs X H@@i
|5.75 Code actual measured (8) Not present FFS ARE
deformation to the nearest centimeter (9) Unknown <cuU o e
(00) No steering rim deformation ?ggf;é ow®
(01-1 1)5Actual measured value in centimeters \A
(15) centimeters or more 97. Did Glove C r 0o
(98) Observed deformation cannot be measured D:,,i,,:éz..i;’ig‘,ﬂi,{""“‘ Door Open I
(99) Unknown (0) No aa—
{1) Yes

(8) Not present , A
(9) Unknown - \Wont RE-closg|.




AUTOMATIC RESTRAINTS

NOTES: Encode the data for each applicable front seat position. The attribute for the variables may be found
below. Restraint systems should be assessed during the vehicle inspection then coded on the Occupant

Assessment Form.

AIR BAGS

Left

Right

I|= Availability/Function /
R Deployment / @
S - 1
T Failure / @
Air Bag System Availability/Function Air Bag System Deployment Did Air Bag Syn‘m Fall?
{0) Not equipped/not available (0) Not equipped/not available (0) Not equipped/not available
(1) Airbag (1) Air bag deployed during accident (1) No

Non-functional
(2) Air bag disconnected (specify):

(3) Air bag not reinstalled
(9) Unknown

(as a result of impact)

(2) Air bag deployed inadvertently just
prior to accident

(3) Air bag deployed, accident sequence
undetermined .

(4) Nondeployed

(5) Unknown if deployed

(6) Air bag deployed as a result of a
noncollision event during accident
sequence (e.g., fire, explosion,
electrical)

(9) Unknown

AUTOMATIC BELTS

(2) Yes (specify):

(9) Unknown

Left

Right

Availability/Function

/" v

EI: Use - _
R Type / . /
? Proper Use / /

Failure Modes

~

-~

Automatic (Passive) Belt System
Availability/Function

(0) Not equipped/not available

(1) 2 point automatic belts

(2) 3 point automatic belts

(3) Automatic belts - type unknown

Non-functional

(4) Automatic belts destroyed or
rendered inoperative

(9) Unknown

Automatic (Passive) Belt System Use

{0) Not equipped/not available/destroyed
or rendered inoperative

(1) Automatic belt in use

(2) Automatic beit not in use (manually
disconnected, motorized track
inoperative)

(3) Automatic belt use unknown

{9) Unknown

Automatic {Passive) Belt System Type
{0) Not equipped/not available
{1) Non-motorized system
{2) Motorized system .
(9) Unknown

va

Proper Use of Automatic (Passive) Belt
System :
(0) Not equipped/not available/not used
(1) Automatic belt used properly
(2) Automatic belt used properly with
child safety seat

Automatic Belt Used Improperly

(3) Automatic shoulder belt worn under
arm

(4) Automatic shoulder belt worn behind
back

(5) Automatic belt worn around more
than one person

(6) Lap portion of automatic belt worn
on abdomen

{7) Automatic lap and shoulder belt or
automatic shoulder belt used
improperly
with child safety seat (specify):

(8) Other improper use of automatic beit
system
{specify):

(9) Unknown

Automatic (Passive) Beit Fallure Modes
During Accident

(0) Not equipped/not available/not in use

{1} No automatic belt failure(s)

(2) Torn webbing (stretched webbing not

included)

(3) Broken buckle or latchplate

(4) Upper anchorage separated

(5) Other anchorage separated (specify):

(6) Broken retractor
(7) Combination of above (specify):
(8) Other automatic belt feailure (specify):

{9) Unknown




Nsational Accident Sampling System-Crashworthiness Data System: Interior Vehicle Form : Page 4
VEHICLE INTERIOR SKETCHES

Note

, A\l ) R £
‘@ ar \,N‘bi}ﬂe 6”‘0 A
@ ¥\ @ |

X¢
o A" 7)
Sketch windshield contact(s) a&d the aged area(s) on the instrument panel outiine (e.g., radio, glove
compartment, damage to instrument panel structure.
Cross hatch contact points, draw spider webs or use other snnotation ss mey be appropriate.
Annotate the contacted area with a letter (begin with A) and list on »tho Points of Occupant Contact page.

oy




National Accident Sampling System-Crashworthiness Data System: Interior Vehicle Form Page 5
POINTS OF OCCUPANT CONTACT
Body | Confidence
Interior Occupant Region Level of
Component No. If if . Contact
Contact Contacted Known Known Supporting Physical Evidence Point
A 4ys 4| CHEST,FACE | Rloon StPins , DePloyeb \
v L. SAMAGED AT
B P @ | CHEST, pace |SCAFREd + DEFORS VD R e, S l
c 1> &\ R) Knee, | TWo LARGE SFFS Ho lawer(R) Portion| |
D (& &\ R) Knee | Anpther Lﬁv'%e <cuFF |
E O al R ¥¥mmich | Aok tReNS STucK oPen + Blooby 2
F lo/ |\ & | ufper Body | Blod <hain — LAvee 2
G &\ il HEAD SPIDER. (08 |
H &2 &\ Head LE yisoR. \S HANGING Do | 3
' Hé @l vgee Body | RF SeAT Cushiow 1S Rloal SATUCATER 2
T Ak Tl (RO Hipshtee [re sermeox bocghngpscp fviims | 1oz
K &2 | &\ Rnem phce| Knocked oFF 2403
L | & &) FACE® ARm |PAnl matevial & car And FASA HA"QAcHe‘o 2
M |2 ol Uppex Body LOPENZD and (O cornec 1s chked m'hstaa;r 2
N (> Py (DKnee ' | Swse o Lowee © Bvhion | 4o 2
CODES FOR INTERIOR COMPONENTS
FRONT {23) Left B-pillar (468) Other occupants (specify):
(01) Windshield {24) Other left pillar {specify):
(02) Mirror (47) Interior loose objects
(03) Sunvisor (25) Left side window glass or frame - (48) Child safety seat (specify):
(04) Steering wheel rim (26) Left side window glass including
(06) Steering wheel hub/spoke one or more of the following: (49) Other interior object (specify):
(08) Steering wheel (combination frame, window sill, A (A1/A2)-pillar,
of codes 04 and 06) B-pillar, or roof side rail.
(07) Steering column, transmission (27) Other left side object (specify): ROOF
selector lever, other sttachment (60) Front header
(08) Add on equipment (6.g., CB, tape (28) Left side window sill (51) Rear header
deck, air conditioner) (62) Roof left side rail
(09) Left instrument panel and below RIGHT SIDE {63) Roof right side rail
(10) Center instrument panel and below (30) Right side interior surface, (54) Roof or convertible top
(11) Right instrument panel and below excluding hardware or armrests
(12) Glove compartment door (31) Right side hardware or armrest FLOOR
{13) Knee bolster (32) Right A (A1/A2)-pillar (66) Floor (including toe pan)
{(14) Windshield including one or more (33) Right B-pillar (67) Floor or console mounted
of the following: front header, (34) Other right pillar (specify): transmission lever, including
A (A1/A2)-pillar, instrument panel, console
mirror, or steering assembly (driver (35) Right side window glass or frame (68) Parking brake handle ‘
side only) (36) Right side window glass including (69) Foot controls including parking
(15) Windshield including one or more one or more of the following: brake
of the following: front header, frame, window sill, A (A1/A2)-pillar,
A (A1/A2)-pillar, instrument panel, or B pillar, or roof side rail. REAR
mirror (passenger side only) (37) Other right side object (specify): (60) Backlight (rear window)
(16) Driver side air bag compartment : (61) Backlight storage rack, door, etc.
cover (38) Right side window sill (62) Other rear object (specify):
(17) Passenger side air bag
compartment cover INTERIOR
(18) Windshield reinforced by exterior (40) Seat, back support
object {specify): (41) Belt restraint webbing/buckle
(19) Other front object (specify): {42) Belt restraint B-pillar CONFIDENCE LEVEL OF
attachment point CONTACT POINT
(43) Other restraint system component
LEFT SIDE {specify): (1) Certain
(20) Left side interior surface, (44) Head restraint system (2) Probable
" excluding hardware or armrests (45) Air bag (use codes "16" and "17" (3) Possible
(21) Left side hardware or armrest for injuries sustained from sir bag {9) Unknown

- (22) Left A (A1/A2)-pillar

compartment covers)




National Accident Sampling System-Crashworthiness Dsta System: Interior Vehicle Form Page 6

MANUAL RESTRAINTS

NOTES: Encode the applicable data for each seat position in the vehicle. The attribute for the variable may be
found below. Restraint systems should be assessed during the vehicle inspection then coded on the

Ocupant Assessment Form.

Failure Modes

7

e e
/ i

Availability

4

Use /

/

Failure Modes

/
i | /
7 /

Manual (Active) Belt System Availability
(0) None available

{2) Shoulder beit

(3) Lap belt

{4) Lap and shoulder belt

(5) Belt available - type unknown

Integral Belt Partislly Destroyed

(6) Shoulder belt (lap belt -
destroyed/removed)

(7) Lap belt (shoulder belt
destroyed/removed)

(8) Other belt (specify):

(1) Belt removed/destroyed ’,k PMT

U —not
AN T\/\\S

(,oLL($l‘0‘(\ .

Manual (Active) Belt Failure Modes During Accident

{9) Unknown

Manual (Active) Belt System Use
(00) None used, not available, or belt
removed/destroyed
(01) Inoperable (specify):

(02) Shoulder beit
(03) Lap belt
(04) Lap and shoulder belt
. (05) Belt used - type unknown

(08) Other belt used (specify):

(12) Shoulder belt used with child safety seat

(13) Lap belt used with child safety seat

(14) Lap and shoulder beit used with chlld
safety seat

(15) Belt used with child safety seat -
type unknown

(18) Other belt used with child safety seat
(specify):

(99) Unknown if belt used

{0) No manual belt used or not available

(1) No manual belt failure(s)

{(2) Torn webbing (stretched webbing not
included)

{3) Broken buckle or latchplate

{4) Upper anchorage separated

(5) Other.anchorage separated (specify):

(6) Broken retractor
(7) Combination of above (specify):

(8) Other manual belt failure (specify):

(9) Unknown

If a Child safety seat is present, encode the data on the back of this paoe ‘ S, wouLJ Rlo
pAST usSE)BUT s¢ m Fhis
If the vehicle has automatic restraints available, encogethe appropnate data on the back of the prevuous .
page. COLL K 1007 .
Left / Center Right

F | Availabitity g 7/ 3 el 7 K

R | Use 7.7 i V2%,

? Failure Modes @ O ﬁ

S | Availability 4 cf/ 3 Gudby Y ¥

8 Use @ % M W

N | Failure Modes ) 4 Vj

T | Availability / ﬂJ pd

| Use /

R

D

o]

T

H

E

R




CHILD SAFETY SEAT FIELD ASSESSMENT

When a child safety seat is present enter the occupant’s number in the first row and complete the column below
the occupant’s number using the codes listed below. Complete a column for each child safety seat present.

Occupant Number

{(00) No child safety seat

Designed for Rear Facing for
This Age/Weight

(01) Rear facing

(02) Forward facing

{08) Other orientation (specify):

{09) Unknown orientation

Designed for Forward Facing for This
Age/Weight

{11) Rear facing

{12) Forward facing

{18) Other orientation (specify):

(19) Unknown orientation

Unknown Design or Orientation For This
Age/Weight, or Unknown Age/Weight
(21) Rear facing

(22) Forward facing

(28) Other orientation (specify):

(29) Unknown orientation

(99) Unknown if child safety seat used

1. Type of Child
Safety Seat
2. Child Safety Seat
Orientation
3. Child Safety Seat
Harness Usage
4. Child Safety Seat
Shield Uasge
5. Child Safety Seat
Tether Usage
6. Child Safety Seat ifv Bel for Each Child Saf S
Make/Model Specify Below for Eac ild Safety Seat
1. Type of Child Safety Seat 3. Child Safety Seat Harness Usage
(0) No child safety seat . .
(1) Infant seat 4. Child Safety Seat Shield Usage
g; Zgﬂg':rrﬂi?:ts eat 5. Child Safety Seat Tether Usage
(4) Booster seat Note: Options Below Are Used for Variables 3-5.
(7) Other type child safety seat (specify): (00) No child safety seat
(8) Unknown child safety seat type Not Designed with Harness/Shield/Tether
{9) Unknown if child safety seat used (01) After market harness/shield/tether
added, not used
2. Child Safety Seat Orientation (02) After market harness/shield/tether used

{03) Child safety seat used, but no after market
harness/shield/tether added

{09) Unknown if harness/shield/tether
added or used

Designed With Harness/Shield/Tether

{11) Harness/shield/tether not used

(12) Harness/shield/tether used

(19) Unknown if harness/shield/tether used

Unknown If Designed With Harness/Shield/Tether
(21) Harness/shield/tether not used

{22) Harness/shield/tether used

{29) Unknown if harness/shield/tether used

(99) Unkndwn if child safety seat used

6. Child Safety Seat Make/Model
(Specify make/model and occupant number)




National Accident Sampling System-Crashworthiness Data System: Interior Vehicle Form Page 7

| HEAD RESTRAINTS/SEAT EVALUATION : )

NOTES: Encode the applicable data for each seat position in the vehicle. The attribute for these variables may
be found at the bottom of the page. Head restraint type/damage and seat type/performance should be
assessed during the vehicle inspection then coded on the Occupant Assessment Form.

Left Center Right
F Head Restraint Type/Damage =2 ¢ =
'|‘ Seat Type ¢ G @ é ¢ 7
_? Seat Performance / 5 c
Seat Orientation | [ /
S Head Restraint Type/Damage ¢ @
E : 1 :
c Seat Type b > @3> @2
8 | Seat Performance | ] ' /
D Seat Orientation / -l -/
T Head Restraint Type/Damage / / /
';' Seat Type / / ' /
g Seat Performance / / : /
Seat Orientation / / /
o Head Restraint Type/Damage / / /
II Seat Type / / /
s Seat Performance / / /
Seat Orientation )4 | A
Head Restraint Typelbamm by Occupant at This .Sut Performance (this Occupant Position)
Occupant Position . {0). Occupant not seated or no seat
(0) No head restraints - (1) No seat performance failure(s)
{1) Integral — no damage (2) Seat adjusters failed
:g; In;ggralbr damag:: during accident 3) Sea;;byac,k folding locks or "seat back" failed
Adjustable — no damage specify:
:g; ﬁgjdustable - gmaged during accident {g; ge:t trac;s.!al:d\ors f:fﬂed
-on — no damage eformed by impact of occupant
(6) Add-on — damaged during accident (6) Deformed by passenger compartment
{8) Other Specify): intrusuon {specity): ,
(9) Unknown (7) Combination of above (speafy)
. Seat Type (this Occupant Position) (8) Other (specify):
(00) Occupant not seated or no seat '
(01) Bucket (9) Unknown
tg%; g:g:ﬁt with folding back Seat Orientation (this Occupant Position)
(04) Bench with separate back cushions , {0) Occupant not seated or no seat
(05) Bench with folding back(s) : (1) Forward facing seat
{06) Split bench with separate back cushions (2) Rear facing seat
(07) Split bench with folding back(s) (3) Side facing seat (inward)
{08) Pedestal (i.e., column supported) (4) Side facing seat (outward)
(09) Other seat type (specify): (8) Other (specify):
(10) Box mounted seat (i.e., van type) (9) Unknown
(99) Unknown ’

DESCRIBE ANY INDICATION OF ABNORMAL OCCUPANT POSTURE (I.E., UNUSUAL OCCUPANT
CONTACT PATTERN)
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EJECTION/ENTRAPMENT DATA

Complete the following if the researcher has any indication that an occupant was either ejected from or entrapped
in the vehicle. Code the/appropriate data on the Occpant Assessment Form.

EJECTION No (V] VYesl[ ]
Describe indications of ejection and body parts involved in partial ejection(s):

Occupant Number

Ejection

(Note on Vehicle Interior Sketch)
Ejection Area

Ejection Medium

Medium Status

Ejection {7) Roof (5) Integral structure

(1) Complete ejection (8) Other area (e.g., back of {8) Other medium (specify):

(1) Partial ejection pickup, etc.) (specify):

{3) Ejection, Unknown degree (9) Unknown

(9) Unknown (9) Unknown

Medium Status (Immediately Prior

Ejection Area Ejection Medium to Impact)

(1) Windshield (1) Door/hatch/tailgate (1) Open

(2) Left front (2) Nonfixed roof structure (2) Closed

(3) Right front (3) Fixed glazing (3) Integral structure

(4) Left rear {4) Nonfixed glazing (specify): {9) Unknown

(5) Right rear

(6) Rear
ENTRAPMENT No [(l Yes[ ]

Describe entrapment mechanism:

Component(s):

(Note in vehicle interior diagram)
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HEAD RESTRAINT AND SEAT EVALUATION

25. Head Restraint Type/Damage by Occupant
at This Occupant Position
(0) No head restraints
(1) Integral—no damage
(2) Integral—damaged during accident
(3) Adjustable—no damage
(4) Adjustable—damaged during accident
(5) Add-on—no damage
(6) Add-on—damaged during accident
(8) Other (specify):

(9) Unknown

26. Seat Type (this Occupant Position)
(00) Occupant not seated or no seat
(01) Bucket
(02) Bucket with folding back
(03) Bench
(04) Bench with separate back cushions
(05) Bench with folding back(s)
{06) Split bench with separate back cushions
(07) Split bench with folding back(s)
{08) Pedestal (i.e., column supported)
{09) Other seat type (specify):

(10) Box mounted seat {i.e., van type)
(99) Unknown

3

27. Seat Performance (this Occupant Position)

1

{0) Occupant not seated or no seat

(1) No seat performance failure(s)

(2) Seat adjusters failed

(3) Seat back folding locks or "seat back” failed

(4) Seat track/anchors failed

{5) Deformed by impact of occupant

(6) Deformed by passenger compartment intrusion
(specify):

{7) Combination of above (specify):

(8) Other (specify):

(9) Unknown
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Q Form Approved

U.S. Department of Transportation O.M.B. No. 2127-0021
National Highway Tratfic Safety NATIONAL ACCIDENT SAMPLING SYSTEM
Administration 0 C C U PA NT l NJ U RY FO R M ) CRASHWORTHINESS DATA SYSTEM

1. Primary Sampling Unit Number _O_g 3. Vehicle Number O
2. Case Number - Stratum I 3R A 4. Occupant Number , ON!

INJURY DATA

Record below the actual injuries sustained by this occupant that were identified from the official and unofficial data
sources. Remember not to double count an injury just because it was identified from two different sources. If
greater than ten injuries have been documented, encode the balance on the Occupant Injury Supplement.

0.1.C.-A.l.S Injury Occupant

Source ) Type of Specific Source Direct/ Area
of Injury Body Anatomic  Anatomic Level of A.lLS. Injury Confidence Indirect intrusion

0 o~ Date Region  Structure  Structure Injury Severity  Aspect Source Level Injury Number
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HS Form 433B (1/93) This report is authorized by P.L. 89-663, Title 1, Section 106, 108, and 112. While you are not required to respond,
your cooperation is needed to make the results of this data collection effort comprehensive, accurate, and timely.
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OCCUPANT INJURY DATA

Occupant

Source
of injury

x{ﬁyoala

0.l.C.-A.l.S
Type of Specific
Body Anatomic Anatomic Level of A.LS.
Region  Structure  Structure injury Severity  Aspect

Injury
Source

Injury
Source
Confidence
Level

Aresa
Intrusion
Number

L ]

11th

12th

14th

16th

16th

17th

18th

19th

20th

218t

22nd

23rd

24th

25th

13th

L

i

4

4

1

£LQ

/ O

O%

3

<

4
4

45

15

4
1

Q00

00




OFFICIAL INJURY DATA — SOFT TISSUE INJURIES

Indicate the Location, Specific Anatomic Structure, Detail (size, depth, fracture type, head injury clinical signs and neurological deficits), and Source
of all injuries indicated by official sources (or from PAR or other unofficial sources if medical records and interviewee data are unavailable.)
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lesion or severity.

* SOURCE OF |NJURY DATA {26) Left side window glass or frame (61) Backlight storage rack, door, etc.
OFFICIAL " (26) Left side window glass including {62) Other rear object (specify):
{1} Autopsy records with or without hospital/ one or more of the following: :
medical records frame, window sill, A (A1/A2)-pillar,
(2) Hospital/medical records other than B-pillar, or roof side rail. EXTERIOR of OCCUPANT'S VEHICLE
emergency room {e.g., discharge (27) Other left side object (specify): {66) Hood
summary) (66) Outside hardware {e.g., outside
(3) Emergency room records only (including (28) Left side window sill mirror, antenna)
associated X-rays or other lab reports) (87) Other exterior surface or tires
(4) Private physician, walk-in or emergency RIGHT SIDE {specify):
clinic (30) Right side interior surface, {68) Unknown exterior objects
excluding hardware or armrests
UNOFFICIAL {31) - Right side hardware or armrest EXTERIOR OF OTHER MOTOR VEHICLE
{6) Lay coroner report (32) Right A (A1/A2)-pillar {70)  Front bumper
{6) E.M.S. personnel (33) Right B-pillar ’ (71) Hood edge
(7) Interviewee (34) Other right piliar (cpocifv) (72) Other front of vehicie (specify):
(8) Other source (specify):
(36) Right side window glass or frame (73) Hood
(9) Police (36) Right side window glass including (74) Hood omament
" one or more of the following: (76) Windshield, roof rail, A-pillar
. frame, window sill, A (A1/A2)-pillar, (76) Side surface
INJURY SOURCE B-pillar, or roof side rail. (77) Side mirrors
FRONT (37) Other right side object (specify): (78) Other side protrusions (specify)
{01) Windshield ' )
{02} Mirror (38) Right side window sill (79) Rear surface
{(03) Sunvisor {80) Undercarriage
(04) Steering wheel rim INTERIOR . (81) Tires and wheels
{06) Steering wheel hub/spoke (40) Seat, back support (82) Other exterior of other motor vehicle
(08) Steering wheel (combination (41) Belt restraint webbing/buckle (specify):
of codes 04 and 06) (42) Beit restraint B-pillar or door frame .
(07) Steering column, transmission attachment point . {83) Unknown exterior of other motor vehicle
selector lever, other attachment {43) Other restraint system component
(08) Add on equipment (s.g., CB, tape (specify): OTHER VEHICLE OR OBJECT IN THE
deck, air conditioner) (44) Head restraint system ) ENVIRONMENT
(08) Left instrument panel and below (46) Air bag (use codes "18" and "17" for injuries  (84) Ground
(10) Center instrument panel and below sustained from air bag compartment covers) (86) Other vehicle or object (specify)
{11) Right instrument panel and below (48) Other occupants (specify):
{12) Glove compartment door (86) Unknown vehicle or object
{13) Knee bolster (47) Interior loose objects
(14) Windshield including one or more (48) Child safety seat (specify): NONCONTACT INJURY
of the following: front header, (80) Fire in vehicle
A {A1/A2)-pillar, instrument panel, (49) Other interior object (specify): (91) Flying glass
mirror, or steering assembly (driver (82) Other noncontact injury source
side only) (specify):
(16) Windshield including one or more ROOF {983) Air bag exhaust gases
of the following: front header, (60) Front header {97) Injured, unknown source
A (A1/A2)-pillar, instrument panel, or {(61) Rear header
mirror (passenger side only) {62) Roof left side rail
(16) Driver side air bag compartment cover {63} Roof right side rail {_l%v‘éiv SOURCE CONFIDENCE
{17) Passenger side air bag compartment cover {64) Roof or convertible top (1) Certain
{18) Windshield reinforced by exterior object {2) Probable
{specify): FLOOR (3) Possible
{19) Other front object (specify): {66) Floor (including toe pan) {9 Unknown
(67) Floor or console mounted
transmission lever, |ncluding
LEFT SIDE console
{20) Left side interior surface, (68) Parking brake handle R:RED?T"NDlREcT INJURY
N . . rect contact injury
excluding hardware or armrests (69) Foot controls including parking {2)  Indirect tact inju
{21) Left side hardware or armrest brake rect contact inj v
{3) Noncontact injury
(22) Left A (A1/A2)-pillar (7} Injured, unknown source
(23) Left B-pillar REAR jured,
(24) Other left pillar (specify): (60) Backlight (rear window)
OCCUPANT INJURY CLASSIFICATION
Body Region Specific Anatomic Structure ] ir)\ec‘ Abbreviated Injury Scale
: rvical
{1) Head Whole Arsa (04) Thoracic (1)  Minor injury
(2) Face m Abrasion (08) Lumbar (2) Moderate injury
(3) Neck Skin - Contusion s (3) Serious injury
(4) Thorax (06) Skin - Laceration Vessels, Nerves, Organs. Bones (4) Severs injury
{6) Abdomen {08) Skin - Avulsion Tolnts are assigned consscutive: {6) Critical injury
(6) Spine (10) Amputation two digit numbers beginning with 02 (6) Maximum (untreatable)
{(7) Upper Extremity {20) Bum (7) Injured, unknown severity
(8) Lower Extremity (30) Crush Level of Injury
(8) Unspecified (40) Degloving Aspect
(60) Injury - NFS Specific injuries are assigned
Type of Anatomic Structure (80) Trauma, other than mechanical consecutive two-digit numbers (1) Right
beginning with 02, (2)  Left
(1)  Whole Area Head - LO (3) Bilateral
(2) Vessels 02) Lanq th of LOC To the extent possible, within the (4) Central
(3) Nerves (04, 06, 08) Level of Consciousness organizational framework of the {6) Anterior
(4) Organs (includes muscles/ {10} Concussion S, 00 is assigned to an injury (8) Posterior
ligaments) NFS as to severity or where only (7) Superior
(6) Skeletal (includes joints) one injury is given in the dictionary (8) Inferior
(6) Head - LOC for that anatomic structure. 99 is (9) Unknown
(9) Skin assigned to any injury NFS as to (0) Whole region
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estrained?

Blood Alcohol
Level (mg/dl)

BAL = ¢

Glasgow Coma
Sdale Score

GGSS =

Unitq of Blood

Gases

HCO,

—

Indicate the Location, Specific

Source of all injuries indicated by official sources (or from PAR or other unofficial sources if medical records and interviewee data are
unavailable.)

OFFICIAL INJURY DATA — SKELETAL INJURIES

Anatomic Structure, Detail (size, depth, fracture type, head injury clinical signs and neurological deficits), and
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OFFICIAL INJURY DATA —INTERNAL INJURIES

Indicate the Location, Specific Anatomic Structure, Detail (size, depth, fracture type, head injury clinical signs and neurological deficits), and Source
of all injuries indicated by official sources {or from PAR or other unofficial sources if medical records and interviewee data are unavailable.)
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U.S. Department of Transportation

Nationa! Highway Traffic Safety
Administration

UPDATE FORM

NATIONAL ACCIDENT SAMPLING SYSTEM
CRASHWORTHINESS DATA SYSTEM

fors

1. Primary Sampling Unit Number

2. Case Number — Stratum l

3 A
3. Vehicle Number Q(_
4

4. Occupant Number

Ny W 193

QU

INITIAL UPDATED
SUBMISSION INFORMATION

_”_/l/_”(_i

OALOS. Date Official Medical Data '
Requested

OALOS. Date Official Medical Data ‘/- / 7 3

Obtained

2~

OAL16. Injury Treatment Status

OAL17. Injury Information

Official g
a. Autopsy (invasive examination) B _(L‘_
b. Post-ER medical record which B

includes information about

death based on non-invasive

examination

c. Admission record/summary or B
admission/discharge face sheet

d. Discharge summary B
e. Operative report B
B

f. Radiographic record(s) post ER
visit

g. History and physical examination B
and/or consultation records

h. Emergency room records

i. Radiographic record(s) associated B _

with ER visit T
‘j. Private physician B8 __
Unofficial
k. Lay coroner B8 _
. EMS record e ___
m. Interviewee A_\Q ___.LQ
n. Other source (specify): B B

o. Police report

Driver or Occupant NameM

_ER o -

Other Information:

{Sanitize this section prior to Update submission.)

STATUS OF LOG INJURY INFORMATION

4z Gz

OAL18. Medical Facility Code

HS Form 433C (Rev. 1/93)
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OUCUFANT ABSESSMENT Vehicle: 1 Occocupant: |
i1
INTRA ERRORS

OHH1ZE81
5 VEHICLE IS8 INICZCATED AS HAVING AN ATREBAG. *#xx®s HH1Z8Z
YOUR DATA AND IF CORRECT, NOTIFY YOUR ZONE ®xxxess HHL 282
LABILITY/FUNCTION OAZ1 esguals 1-3.

i
OCCURANT INJURY Vehicle: 1 Oocupant: |
11
INTRA ERREORS

, OTTOS41 2
BE SHOWS A FESTEAINT A5 THE INJURY SOURCE #%xek TTOMSg

T EEwEEwEs THI
FEEEFEE CHECK
Ak BAG AVAT

x%%%¥¥ THIS CA
ok ko

FORE AN AIS-2 (0FR GREATER) INJURY. EXEEXREE TTOS4Z2
FOACCUREATE AND COMFLETED DOCUMENTS & DATA  #%®Es TTOS44
T1Z2ins equals 41, 42, 43 o 45 and A.1.5. TTOES4E
pois greater than 1.

*x¥x¥%% CHECE FO
INJURY SOUECE O
SEVERITY 0I10dn

TTOE41 2 #xxxEx THIES CASE SHOWS A RESTRAINT A8 THE INJURY SOURCE #%¥xs

TTOSE42 EEXEEFE FOR AN AIS-2 (0OF GREATERY INJURY.

Ll Lt X

TTOHEA43 wxE®EE CHECE FOR ACCURATE AND COMFLETED DOCUMENTS & DATA *#Exxex
TTOS44 INJURY S0URCE O0I12d(n) eqguales 41, 42, 43 or 45 and A.I.S5.

TTOEA4E SEVERITY Q0I10d(n) is greater than 1

TTOS41 2 =xxxx*x  THIS CASE SHOWS A RESTRAINT A8 THE INJURY S0OURC

TTOE42 AR K FOR AN AIS-2 (0OF GREATER) INJURY.

im

¥ W XX
IR AR

TTOS543 *¥xxe® CHECK FOR ACCURATE AND COMPLETED DOCUMENTS & DATA sxxx%x

TTOE INJURY SOURCE O0I12(n) equals 41, 42, 4323 or 45 and A.I.85.

TTOS4S SEVERITY DOI10(n) is greater than 1.



TTOS41 = wx##xx  THIS CASE SHOWS A RESTRAINT AS THE INJURY SOURCE  #*xxxx
TTOS42 EX L X X FOR AN AIS-2 (OR GREATER) INJURY. : * XK
TTOE43 wwwxx® CHECK FOR ACCURATE AND COMPLETED DOCUMENTS & DATA  sx#xxs
TTOS44 INJURY SOURCE OI12dn) eguals 41, 42, 43 or 43 and A.1.5.

TTOS45 SEVERITY 0I10dn) is greater than 1.

TTOS41 2 #xx%ex  THIS CASE SHOWS A RESTRAINT AS THE INJURY SOURCE #xxexx

TTOE4: I E R FOR AN AIZ-2 (OR GREATER) INJURY. *XRERE
TTOSE43 sere®® CHEDE FOR ACCURATE AND COMPLETED DOCUMENTS % DATA wexxxs
TTOELS INJURY SOURCE OI12(n) equals 41, 42, 43 or 43 and A. 1.5,

TTOESS SEVERITY (0I104n) is greater than 1.

TTOS4] 2 s%*xsx  THIS CASE SHOWS A RESTRAINT A5 THE INJURY SOURCE  ##xxxs

TTOSAZ L OEREFEER FOR AN AlS-2 (OR GREATER) INJURY. RN
TTOE43 sxdaky CHECE FORE ACCURATE AND COMFLETED DOCUMENTS & DATA ®xxxsis
TTES3 INJURY SOURCE 0I12dn) eqguals <1, 42, 48 or 435 and A.1.35.

TTOS45 SEVERITY 0Ii0iny is greater than 1.

TTOS41 2 #%%%xx  THIS CASE SHOWS A RESTRAINT A5 THE INJURY SOURCE  *%xx®s
TTOSSZ X E R FOR AN AIS-2Z (0OR GREATER) INJURY. SRR R
TTOSE43 #¥%¥E% CHECE FOR ACCURATE AND COMFLETED DOCUMENTS % DATA ®#xsxs
CTTOSS4 INJURY SOURCE 0I12dn) equals 41, 42, 43 or 45 and A. 1.5,

TTOE4S SEVERITY 0I10¢n) is greater than 1.

TTOS41 2 **=xxx  THIE CASE SHOWS A RESTRAINT AS THE INJURY SOURCE ®%x%xE
TTOS42 R FOR AN AIS-2 (0OR GREATER) INJURY. W
TTOE43 ¥xexex CHECE FOR ACCURATE AND COMPLETED DOCUMENTS & DATA *exxss
TTOS44 INJURY SOURCE 0I12(n) esgquals 41, #42, 43 or 45 and A.1.5.

TTOEAE SEVERITY 0OIi04im) is greater. than 1.

TTOS41l 2 #xx#xx  THIS CASE SHOWS A RESTRAINT A8 THE INJURY SQOURCE sxxxxs

TTOSAZ AR FOR AN AIS-2 (0OR GREATER) INJURY. Ho K e
TTOSE43 ¥¥ewd® CHECE FOR ACCURATE AND COMFLETED DOCUMENTS % DATA ®x¥xxs
TTOS 4 INJURY SOURCE OI12d{n) equals 41, 42, 43 or 45 and A.1.8.

TTOS4S SEVERITY 0I10dn) is greater than 1.

TTOSR41 2 #esxx¥ THIE CASE SHOWS A RESTRAINT A8 THE INJURY SOURCE ®xxexx
TTOSHE ERXEEF FOR AN AIS-2 (OR GREATERY INJURY. HEKEEEE
TTOSAR wexxxd CHECE FOR ACCURATE AND COMPLETED DOCUMENTS & DATA  w#xxxsx
TTOSS INJURY SOURCE 0I12in) =guals 41, 42, 43 or 45 and A.1.5.

TTOEAS SEVERITY 0I10dn) is greater than 1.

01

INTER ERRORS

DECODTL 2 If MORE CDC'S EVEE equals O and lst DEFORMATION LOCATI

ON EVO7 ECOO3: - equals F-or B oand lst VERTICAL LOCATION EVOS equals E
and lst ECOODE DEFORMATION EXTENT EV11 equals 0103 and 2nd DEFORMATI
OoN - EC0O34 - _LOCATION EVIS equals F_or B and 2nd VERTICAL LOCATION
(EVI? ECOO093 equals E and

} : ECOO3E Znd DEFORMATION EXTENT EV1Y equals 01-03, then INTREUDI

’HG ECOO37 COMFONENT IV48in? should not egqual 1Z2-16 or 18. GV=01
!EHQOII Z If TREATMENT 0A35 equals 1, then lst DEFORMATION EXTENT EV1L
CEHOOLZ should be greater than 03, GV=01 0A=01

! =



FaUOg ERREOR SUMMARY . SCEEEN
CABE 1334 '

CURRENT VERSION: &.0%

. 7 £l

NUMEER OF NUMEBER OF VERSION
NUMEBER OF LEVEL 1 LEVEL 2 NUMBER

FORM NAME DOLLAR SIGNE ERRORS ERRORS CONSISTENT
Accident S0 0 ' O Y
HGeneral Vehicle 2] 0 : o Y
Vehicle Exterior ] 8 O Y
Vehicle Interior 0 . 0 o b
Occupant Assesment 0 Q i Y
Occupant Inter ior O 0 10 Y
Taotal Inter Errors Q 2

Total Case Ervors 0 O 13
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U.S. Department of Transportation

National Highway Traffic Safety NATIONAL ACCIDENT SAMPLING SYSTEM
Administration SLIDE INDEX CRASHWORTHINESS DATA SYSTEM
Primary Sampling Unit Number 0 8 Case Number—Stratum 1 3 3 A

Side | Vehicle | Direction - . .

of Description of Slide Subject Matter
No. No. Pi
icture

1-7 vVl NW Direction of travel V1

8 V1 NW Approx point of impact 1 with shrub

9 V1 NW Closeup of impacted shrub stump

10-13 vl NW Continued direction of travel to point of impact 2

14 Al NW Point of impact 2 with tree (tree uproots)

15 vl NW Final resting place on tree

16 V1 SE Lookback final resting place V1

17 V1 SE Lookback point of impact 2

18 vl SE Lookback direction of travel between point of impact 2 & 1

19 AA SE Lookback point of impact 1

20-21 vl SE Lookhack direction of travel

2248 1l Exterior V1

=49 V1 Closeup of drivers blood stained clothing

50-71 V1 Interior V1

HS Form 434B ({1/93)
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Vehicle
No.

Direction
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Picture

Description of Slide Subject Matter
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PSU 08-133A (1993) #59
Best Avail




PSU 0-133A (1993) #60
Best Available







PSU 08-133A (193) 62



PSU 08-133A (1993) #63









.
PSU 08-133A (1993) #66
st Available



PSU 08-133A (1993) #67
Best Available



PSU 08-133A (1993) #68
Best Avallable



PSU 08-133A (1993) #69



PSU 08-133A (1993) #70



PSU 08-133A (1993) #71
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